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FEATURES:

High performance and low interference output

Wide dispersion range

Integrated rigging system for flown & sound stackable

BOX CONSTRUCTION:
Plywood & environmental water resistant
Black texture paint

APPLICATIONS:
Live show
Music play
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N 323 323
Front Back Side Top Bottom
#SModel YMH-10
Z&System: —HIRTCIESE 2—way vented full range passive enclosure
et EPower handling: 300W
Low (8 ohrn): 1x 10in, 250W, 8 ohm
High (8 ohm): 1x 1.75in, 50W, 8 ohm
=R fiFrequency response: 60Hz~18KkHz (2 3dB)
SUE Sensitivity-1w/ 1m: g7 dB
FEFESMax. SPL peak: 122 dB
faEDispersions: 90° x60° (HxV)
¥ Crossover point: 2kHz
#&EInput connectors: 2x NL4 speakon
BB REnclosure shape: FHNIAE Trapeziod
i Enclosure material: 13—ply 18mm birch wood
iHEFinish: F57K B RE Wear resistant texture paint
FMGrille: 23 &M+ Powder coated perforated steel with front foam
BEESRIgging system: 12 8mm point
RJDimensions(WxDxH): 323 % 323 x 493mm
E&ENet weight: 18 kg
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FEATURES:

High performance and low interference output

Wide dispersion range

Integrated rigging system for flown & sound stackable

BOX CONSTRUCTION:
Plywood & environmental water resistant
Black texture paint

APPLICATIONS:
Live show
Music play

A00)
-—

n
o

Fromt Back Side Top

400

#SModel VMH-12
Z&System: —HIRTCIESE 2—way vented full range passive enclosure
et EPower handling: 430W
Low (8 ohrn): 1% 12in, 350W, 8 ohm
High (8 ohm): 1% 3in, 80W 8 ohm
=R fiFrequency response: 65Hz~19kHz (£ 3dB)
SUE Sensitivity-1w/ 1m: 99 dB
EESMax. SPL peak: 126 dB
f3EDispersions: 90° x60° (HxV)
¥ Crossover point: 1.8kHz
#&EEInput connectors: 2% NL4 spealkon
FEFREnclosure shape: THAMPuIEL Trapeziod
i Enclosure material: 13=ply 18mm birch wood
ildFinish: W57k Wear resistant texture paint
FMGrille: 23 &M+ Powder coated perforated steel with front foam
BHRYIRIgging system: 12x% 10mm point
R Dimensions(WxDxH): 400 x 400 x 648mm
E&ENet weight: 22 kg
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FEATURES:

High performance and low interference output

Wide dispersion range

Integrated rigging system for flown & sound stackable

BOX CONSTRUCTION:
Plywood & environmental water resistant
Black texture paint

APPLICATIONS:
Live show
Music play

Back Side

#SModel VMH=15
Z&System: —HIRTCIESE 2—way vented full range passive enclosure
et EPower handling: 480W
Low (8 ohrn): 1x 15in, 400W,8 ohm
High (8 ohm): 1x 3in, 80W, 8 ohm
SEIMEIFrequency response: 55Hz~19kHz (+ 3dB)
FEESensitivity-1w/ 1m: 100 dB
FEFESMax. SPL peak: 128 dB
faEDispersions: 90° x60° (HxV)

¥ Crossover point: 1.5kHz
#&EEInput connectors: 2x NL4 speakon
FEFREnclosure shape: THAWPGLE Trapeziod
BB Enclosure material: 13—ply 18mm birch wood
ildFinish: W57k Wear resistant texture paint
FMGrille: 23 &M+ Powder coated perforated steel with front foam
BHRYIRIgging system: 12x 10mm point
RIDimensions(WxDxH): 440 x 453 x 710mm
E&ENet weight: 33 kg
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FEATURES:

High performance and low interference output

Wide dispersion range

Integrated rigging system for flown & sound stackable

BOX CONSTRUCTION:

Plywood & environmental water resistant

Black texture paint

APPLICATIONS:
Live show
Music play

@i

Front Side op et
#SModel VMH=11
F&System: #B{EIAE T Sub bass band—pass enclosure
WEthEPower handling: 1200W
Low (8 ohrn): 1% 18in, 1200W,8 ohm
High (8 ohm): Nil

=R fiFrequency response:

35Hz~180Hz (% 3dB)

SUE Sensitivity-1w/ 1m: 100dB
FEEFMax. SPL peak: 132dB
faEDispersions: Omni

8 Crossover point: 80~110Hz
#&EEInput connectors: 2% NL4 spealkon
BT REnclosure shape: Rectangular

kB Enclosure material:

13—ply 18mm birch wood

iiEEFinish:

BhZKkHIERE Wear resistant texture paint

MGrile: S &M+57k 18 Powder coated perforated steel with front foam
BERSRigging system: N/A

RIDimensions(WxDxH): 523 x 703 x 658mm

EENet weight: 48 kg
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FEATURES:

High performance and low interference oufput
Wide dispersion range
Integrated rigging system for flown & sound stackable

BOX CONSTRUCTION:
Plywood & environmental water resistant
Black texture paint
APPLICATIONS:
Live show
Music play
| J | | Lo
i e Bofform — Side
Front
#5Model VMH=-218A
RYiSystem: #B{EImE T Sub bass band—pass enclosure
#iethEEPower handling: 4800W
Low (8 ohm): 2x 18in, 2400W, 4 ohm
High (8 ohm): INil
S=RIARIFrequency response: 30Hz~180Hz (+3dB)
REESensitivity-1w/ 1m: 103 dB
RS Max. SPL peak: 135dB
f3EDispersions: Omni
S¥ismCrossover point: 80~110Hz
JEEEInput connectors: 2¢ NL4 speakon
fEHFEREnclosure shape: Rectangular
fE{kHHEEnclosure materfal: 13—ply 18mm birch wood
S inish: phzihiEzE Wear resistant texture paint
HRGrille: ZF8M+Bh7ki8 Powder coated perforated steel with front foam
Bi#EFR%RIigging system: N/A
R Dimensions(WxDxH): 1202 x 760 x 550mm
EEENet weight: 75 kg
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